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DOUBLE BRAID
with Necks

DOUBLE BRAID
without Necks (Blank)

INTERLOCK
without Necks (Blank)

PART # NECK SIZE FLEX OA

SA17504N 1.75” 4” 8”

SA17506N 1.75 6” 10”

SA17508M 1.75” 8” 12”

SA17510N 1.75” 10” 14”

SA20004N 2.0” 4” 8”

SA20006N 2.0” 6” 10”

SA20008N 2.0” 8” 12”

SA20010N 2.0” 10” 14”

SA22504N 2.25” 4” 8”

SA22506N 2.25” 6” 10”

SA22508N 2.25” 8” 12”

SA22510N 2.25” 10” 14”

SA25004N 2.5” 4” 8”

SA25006N 2.5” 6” 10”

SA25008N 2.5” 8” 12”

SA25010N 2.5” 10” 14”

SA30004N 3.0” 4” 8”

SA30006N 3.0” 6” 10”

SA30008N 3.0” 8” 12”

SA30010N 3.0” 10” 14”

SA35008N 3.5” 8” 12”

SA40008N 4.0” 8” 12”

20 Team Allied locations to conveniently serve you: Save time online: Team-Allied.com

Midwest�

Minneapolis, MN�

Sioux Falls, SD�

Kansas City, MO

�(800) 288-2113

Northern California
Sacramento
Benicia
Fresno
San Jose
�(800) 666-7889

Southern California

Montebello

Riverside

San Diego

�(800) 800-4746

Northwest

Fife, WA

Everett, WA

Spokane, WA

�(800) 950-1425

Northwest

Portland, OR

Grants Pass, OR

Nampa, ID

�(800) 547-8083

Mesa, AZ

�(888) 898-1321

Butte, MT

�(800) 255-9045

Denver, CO

�(800) 288-1395

Salt Lake City, UT

�(800) 562-5702

•  Interlocked Liner Design
•  Stainless Steel Construction
•  Perfect for High Heat & Turbo Applications
•  Advance Flexibility Absorbs Exhaust Vibration
•  Available in 4” - 10” Lengths 
•  1.75” - 5.0” Neck Diameters

INTERLOCK
Flex Tubes

DOUBLE BRAID
Flex Tubes
•  Available With or Without Necks
•  Stainless Steel Construction
•  Perfect for a Wide Variety of Applications
•  Advance Flexibility Absorbs Exhaust Vibration
•  Available in 4” - 14” Lengths 
•  1.75” - 4.0” Neck Diameters INTERLOCK DOUBLE BRAID

PART # NECK SIZE OA LENGTH

SA17504B 1.75” 4”

SA17506B 1.75 6”

SA17508B 1.75” 8”

SA17510B 1.75” 10”

SA20004B 2.0” 4”

SA20006B 2.0” 6”

SA20008B 2.0” 8”

SA20010B 2.0” 10”

SA22504B 2.25” 4”

SA22506B 2.25” 6”

SA22508B 2.25” 8”

SA22510B 2.25” 10”

SA25004B 2.5” 4”

SA25006B 2.5” 6”

SA25008B 2.5” 8”

SA25010B 2.5” 10”

SA30004B 3.0” 4”

SA30006B 3.0” 6”

SA30008B 3.0” 8”

SA30010B 3.0” 10”

SA35008B 3.5” 8”

SA40008B 4.0” 8”

PART # NECK SIZE OA LENGTH

SA17504IL 1.75” 4”
SA17506IL 1.75” 6”
SA17508IL 1.75” 8”
SA20004IL 2.0” 4”
SA20006IL 2.0” 6”
SA20008IL 2.0” 8”
SA20010IL 2.0” 10”
SA22504IL 2.25” 4”
SA22506IL 2.25” 6”
SA22508IL 2.25” 8”
SA22510IL 2.25” 10”
SA25004IL 2.5” 4”
SA25006IL 2.5” 6”
SA25008IL 2.5” 8”
SA25010IL 2.5” 10”
SA30004IL 3.0” 4”
SA30006IL 3.0” 6”
SA30008IL 3.0” 8”
SA30010IL 3.0” 10”
SA35008IL 3.5” 8”
SA35010IL 3.5” 10”
SA40006IL 4.0” 6”
SA40008IL 4.0” 8”
SA50008IL 5.0” 8’


